
 
 

Rear Disc Brake Kit 
 

Installation Guide Part #312000 

 
Thank you for choosing Mini Tec. 
Mini Tec recommends a certified technician install this system. In addition to these instructions, 
professional knowledge of disassemble/reassembly procedures as well as post installation checks must 
be known. Attempts to install this system without this knowledge and expertise may jeopardize the 
integrity and/or operating safety of the vehicle. 
Please read instructions before beginning installation. 
 
Product Use Information 
Mini Tec will not be responsible for any product that is altered. 
If question exist we will be happy to answer any questions concerning the design, function, and correct 
use of our products. 
 

 
 



Kit Contains: RH and LH disc brake caliper, 2 x mounting brackets, 2 x 9ò rotors, 2 x flexible stainless steel brake 
hoses, and emergency brake cable(s).  
 
Other parts may be required for proper installation. To use this setup on a stock Mini rear subframe, 1ò wheel 
spacers and long studs must be used. This kit totally replaces the drum brake components. 
Use 1ò bore master cylinder with this kit, or use an adjustable proportioning valve.  
 
Installation Instructions 
Note: All photos shown below are views from the bottom side of the subframe. The caliper marked R should install 
on Left side, and the caliper marked L should install on the Right side. Use a bleeder pump to force the air from the 
caliper to the master cylinder. 
 
1) Remove all components from the trailing arm as in photo. 
 

 
 
2) Attach caliper mounting bracket using supplied 5/16ò bolts and tighten. 
 

 
 
 
 
 
 
 
 
 
 
 
 



 
 

 
3) Attach caliper guide bolt to bottom bracket hole. 
 

  
4) Reinstall hub. 
 

 
 

5) Install rotor. 
 

 
 
 
 
 
 
 
 
 
 
 
 
 



 
 
 

6) Slide caliper onto lower caliper guide bolt and install brake pads by using suppled clips and M-clips. 
 

 
 

7) Install caliper by sliding onto already attached caliper guide bolt and tighten lower guide bolt. 
 

 
 

8) Attach supplied brake hose and tighten. 
 

   
 


